
RoHS Shipping Labels  [December 2007] 
 
Q. Once my order is acknowledged and the delivery schedule confirmed how could I expect 
the devices to arrive in my stores?  
 
A. All RoHS compliant shipping materials will clearly be labelled with either e2 or e3 labels as 
shown in Fig.1 below.  By definition enclosed devices will be lead free. 
 
In addition, if devices are shipped in moisture barrier bags a label disclosing the MSL level of 
the devices within the package will also be attached; please see figure 2.  Devices that are 
MSL level 1 will be shipped without this additional label. 
 
On Acknowledgments, Despatch Notes and Invoices, items will be marked as “Lead-Free 
Product” where appropriate.  

 

 
Fig 1. Example labels for Tin/Silver and Matte Tin lead terminations. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Fig 2.  The Moisture-Sensitive Caution Label 

Caution 
This bag contains 

MOISTURE-SENSITIVE DEVICES 
 

1. Calculated shelf life in sealed bag: 12 months at <40°C 
and <90% relative humidity (RH) 

2. Peak package body temperature: ________°C 
3. After bag is opened, devices that will be subjected to 

reflow solder or other high temperature process must be 
a. Mounted within _____ hours of factory conditions ≤ 

30°C/60% RH, or 
b. Stored per J-STD-033 

4. Devices require bake, before mounting, if: 
a. Humidity Indicator Card reads>10% for level 2a - 5a 

devices when read at 23 ± 5°C 
b. 3a or 3b are not met 

5. If baking is required, refer to IPC/JEDEC J-STD-033 for 
bake procedure 

 
Bag Seal Date: ___________________________ 
 

Note: Level and body temperatures defined by J-STD-020 

LEVEL

 


